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NOTES:

1. THIS DRAWING IS TO BE READ IN CONJUNCTION
WITH ALL DRAWINGS LISTED ON
STPJ578-ARC-000-23-DR-HE-00001.

2. BACK OF THE FOOTWAY LEVELS TO BE
RETAINED.

3. ALL ROAD MARKINGS ARE TO BE SET OUT IN
ACCORDANCE WITH T.S.R.G.D 2016. PROPOSED
MARKINGS ARE SHOWN IN RED, BLACK OR
YELLOW.

4. FOR FULL LANDSCAPING DESIGN REFER TO
STPJ578-ARC-300-23-DRG-LA-00001 TO
STPJ578-ARC-300-23-DRG-LA-00005.

5. FOR FULL DRAINAGE DESIGN REFER TO
STPJ578-ARC-050-23-DRG-LA-00001 TO
STPJ578-ARC-050-23-DRG-LA-00005.

6. FOR FULL PAVEMENT DESIGN REFER TO
STPJ578-ARC-070-23-DRG-LA-00001 TO
STPJ578-ARC-070-23-DRG-LA-00005.
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HEALTH AND SAFETY SYMBOL
AND REFERENCE NUMBER. TO
BE READ IN CONJUNCTION WITH
THE DESIGN RISK REGISTER
STPJ578-ARC-XXX-23-HSE-ZZ-00001

HEALTH AND SAFETY:
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SAFETY, HEALTH AND ENVIRONMENTAL
INFORMATION

In addition to the hazards/risks normally associated with the types of work
detailed on this drawing, note the following:

CONSTRUCTION
C2 UTILITY, GPR AND TRIAL HOLE PLANS HAVE BEEN PROVIDED TO
CONTRACTOR . CONTRACTOR TO VERIFY LOCATIONS OF EXISTING
UTILITIES PRIOR TO UNDERTAKING ANY EXCAVATIONS ON SITE.

MAINTENANCE/CLEANING
NONE

DECOMMISSIONING/DEMOLITION
LIGHTING COLUMNS, ILLUMINATED SIGN POSTS AND OTHER
POWER SUPPLIED STREET FURNITURE IS TO BE DISCONNECTED
AND MADE SAFE PRIOR TO REMOVAL/ CONNECTION

It is assumed that all works will be carried out by a competent contractor
working, where appropriate, to an approved method statement
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