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Escalator 3/171 Yes Strongly Presumed Chrysotile Braided cable Running from LMC to UMC 
to wall 3 side 1No. Photo DSC08928 Medium Reinspect 5th November 2020 12th September 2013 

5th October 2016 
Contact HM if planned work impacts on this 

ACM

Risk

High

Medium

Low

Nov-22

Kings Cross
23S - 29S Northern Ticket Hall

Original Management 
Survey reference number R381309

Date of original 
management survey 
report

12th September 2013

Re-inspection reference N123-4RS-201105

Next planned re-
inspection

SEE SURVEY BELOW FOR FURTHER INFORMATION

Risk Assessment 
Value Action

18 or Higher
Manage ACM and carry out planned remedial action to reduce the risk score, 
typically within 6 months or less, to below risk score 18 in accordance with the 
asbestos management policy

12 to 17 or higher Manage as high risk but remedial action can be deferred until maintenance 
regimes change or demolition or major refurbishment is planned.

Sample
Type Material Use Quantity/ 

Amount

11 or less
Manage and consider removal if the item falls within a demolition,  major 
refurbishment or maintenance regimes change and works are likely to disturb 
the material

CommentsManagement 
Option Previous inspectionRoom Description Room # Material TypeAsbestos?

Risk 
Assessmen

t

ACM Photograph 
Reference / Comment

A material risk assessment cannot be given for suspect ACMs which are 
not visible at the time of the survey, such as within signal & electrical 

boxes, under new pipe insulation, or in an inaccessible location such as 
high levels on platforms.  Because they are inaccessible during a survey, 

they would normally be considered low risk during the normal maintenance 
of the asset, the risk of disturbance would be considered low.  Should the 
suspected ACM be liable to be disturbed during maintenance of any other 

activity,  a competent person should assess, potentially sample,  and 
record a material risk assessment of any presumed ACMs

Last inspection

Station 
 A C M photog raphs  referenc ed below are 

available upon reques t from the 
Hazardous  Materials  T eam -

.g ov.uk  
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