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Environmental Visual Audit (EVA) – site visit report 

 
An EVA is an important element of TfL and police problem-solving. This step helps us to better 
understand the problem and issues at particular locations. The EVA is used to inform decisions about 
interventions to prevent or reduce particular problems.  
 
This form should be filled out by staff undertaking a site visit to a problem location. Please complete a 
separate form for each visit.  Some locations will only require one site visit while more complex problems 
or larger areas may require multiple visits. Problem owners will be responsible for collating and 
summarising individual EVA site visit reports and completing the main EVA report for a particular problem 
(where needed). 
 
Please describe all main observations, including exact locations and photos, along with initial 
recommendations / actions taken. Each EVA form has 8 observation boxes – if you have more than 8 
observations from one visit please complete a new form. 
 

Reason for EVA: Collision data and resident complaints of speeding  

Road name(s): HITHER GREEN LANE AND TORRIDON ROAD (North of 
the A205) and COURTHILL ROAD (South of the A21) 

Location type (station, underpass, road. 
etc.) Roads 

Nearest junction (s): 
A205 South Circular junction with Hither Green Lane; and 
Torridon Road and A21 (Lewisham High Street) and 
Courthill Road  

Borough: LEWISHAM 

Date of visit:  
Day of the week: Choose an item. 

Time (from and to, 24 hrs):  From:  

Attendees: (incl. job title and organisation) 1.  

2.  

3.  

4.  
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Given the enforcement area under consideration, it is notable that Hither Green Lane is ranked fifth 
out of thirty collision priority locations in Lewisham Council’s  
Lewisham Collision Data Review: Identification of Priority Locations (Document Reference 1000008329 
Date: 14/06/2022) – It is noted that in the report, Hither Green Lane is considered a link road of the 
highest priority for treatment to reduce collisions. 
 
Relevant extract from Table 5.1 below: 
 

Rank Road 
Name 

Junction 
From 

Junction 
To 

KSI 
Score 

Vulnerable 
Road User 

Score 

Speed 
Contributory 

Factors Score 

Total 
Score 

Speed 
Surveys 
(refer to 
plan for 

locations) 

Direction 1 Direction 2 

Mean 
speed 

85% ile 
speed 

Mean 
Speed 

85% ile 
speed 

5 Hither 
Green Ln 
/ Courthill 

Rd 

Torridon 
Rd 

Lewisha
m High 

St 

4 21 1 26 50 21.3 25.7 21.2 25.6 

 
According to the report, an indication of whether speed surveys have shown speed to be an issue (i.e., 
mean speed in excess of 24mph) was shown in Table 5.1 for information, this was not included in the 
overall score. This because surveys were not carried out on all link roads and therefore its inclusion in 
the overall ranking could have skewed the results. 
 
[ADD ADDITIOINAL POLICING COLLISION DATA HERE:] 
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Mode of travel when completing the EVA(s):  
 
Walking 
  
Road surface conditions (dry / wet / icy etc. and weather/visibility conditions if relevant): 
 
Damp / Dry 
 

Day(s) of the week, Date(s) and time(s) of observation(s):  
 
 
All days 
 
 
 
 

Initial recommendations/actions taken: 
 

• Implement gateway/entry treatments at the junction of A205 and Hither Green Lane; Torridon 
Road, and A21 and Courthill Road. These could include coloured surfaces, 20 mph elongated 
roundel markings with coloured backing, and yellow-backed speed limit signage to give added 
prominence. 
 

• Consider the addition of features such as raised crossings to further encourage drivers to 
decrease their speed. 
 

• Ensure that any implemented measures are appropriately signed and marked to comply with 
regulations and to ensure driver understanding. 
 

Please note that these are initial recommendations and further study or consultation may be required 
to determine the most effective and appropriate solutions. 
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• Wide Junction: The junction’s excessive width encourages vehicles to turn at higher speeds, 
posing a risk to pedestrians and other road users. 
 

• Speeding Vehicles: Vehicles approaching the junction may exceed the 20 mph speed limit due to 
the wide turning area. 
 

• Pedestrian Safety Concerns: The substantial crossing distance exposes pedestrians to potential 
hazards. 
 

• Speed cushion design and kerbside parking impact. Speed cushion effectiveness is reduced. 
   
   
Observation causes (bullet points): 
 

• The wide junction design allows vehicles to maintain speed during turns. 
 

• Lack of traffic calming measures contributes to speeding behaviour. 
 

• The absence of physical narrowing elements encourages faster vehicle movements. 
  

Exact location(s) with junctions to and from:  
 

• Junction of Wellmeadow Road and Hither Green Lane. 
  

Mode of travel when completing the EVA(s):  
 
On foot 
  
Road surface conditions (dry / wet / icy etc. and weather/visibility conditions if relevant): 
 
Damp / Dry 
 

Day(s) of the week, Date(s) and time(s) of observation(s):  
 
All days 

Initial recommendations/actions taken:   
 

• Narrow the Crossing: Implement a narrower pedestrian crossing across Wellmeadow Road to 
reduce the distance pedestrians need to cross. This will enhance safety and encourage slower 
vehicle speeds. 
 

• Traffic Calming Measures: Install traffic calming features, such as speed table/flat-top hump, or 
raised junction at this junction. These measures will naturally slow down vehicles as they 
approach the junction. 
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Observation description (free text):   
 

• The pedestrian crossing adjacent to 140 Hither Green Lane also serves as a thoroughfare for 
school children walking to and from Brindishie Green primary school and for residents accessing 
local shops.  

 

• Both Northbound and Southbound vehicles exhibit excessive speed approaching the pedestrian 
crossing due to the absence of effective traffic calming measures.  Vehicles are observed easily 
straddling the existing speed cushions at this location without noticeable reduction in speed. 
 

• Multiple incidents and near misses have been reported at this site, where vehicles have failed to 
yield to pedestrians at the crossing. 

 
Key observation points (bullet points): 
 

• Both northbound and southbound vehicles approaching the pedestrian crossing maintain 
excessive speed, occasionally failing to stop promptly for pedestrians attempting to cross. 

 
Observation causes (bullet points): 
 

• The absence of effective and appropriately spaced traffic calming measures contributes to 
speeding behaviour. 

  
Exact location(s) with junctions to and from: 
 
Pedestrian Crossing on Hither Green Lane (Outside 140 Hither Green Lane) 
  
Mode of travel when completing the EVA(s):  
 
On foot 
  
Road surface conditions (dry / wet / icy etc. and weather/visibility conditions if relevant): 
 
Damp / Dry 
 

Day(s) of the week, Date(s) and time(s) of observation(s):  
 
All days 

Initial recommendations/actions taken:  
 

• Implementation of a raised pedestrian crossing is recommended to enhance pedestrian safety 
and encourage natural speed reduction as vehicles approach the crossing. 
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Photo 5 - Satellite Image of inconsistent distances between speed cushions 
 
 
 
 
 

237 metres and no speed restrictions / measures 

 




