IF IN DOUBT ASK

Secure screw fixing
with Loctite Nutloc 243
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Electrical feed hole LR

No. Description Qty Drawing Number
2 2m Post 1 LBSL 260/02/003*
3.1 Post cap 1 LBSL 260/02/004
3.2 M6 S/S button head soc screw x 16 Ing. 1
with Anulock patch
4.1 Pig Nose Fixing Nut 4 LBSL 260/07/026
4.2 Insulator Washer 4 LBSL 260/07/027
51 Aggregate Base Male Section 1 LBSL 260/02/007
52 Aggregate Base Female Section 1 LBSL 260/02/006
6 Aggregate Base Locking Plate 2 LBSL 260/02/005
@ 7 Spigot Sleeve 1 LBSL 260/02/010
8 Spigot 1 LBSL 260/02/008
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Torque Setting

Remove all burrs and sharp edges unless otherwise stated

Tolerance unless otherwise stated to be = 0.5mm
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Detail of post fixing
showing locking plate installed
SCALE 1:25

Do not scale
All dimensions in millimetres

Do not manually alter CAD drawings

E 22.08.12 Added Nutloc - cap screw
D 29.11.07 Added torque setting
C 09.05.07 Border Change
Revised spigot fixing detail
B 14.11.01 *Post option amendment
A 12.03.99 FIRST ISSUE
Date Revision

London Bus Services
Limited

Infrastructure Development

172 Buckingham Palace Road
London SW1W 9TN
Telephone 020 7918 4939
Fax 020 7918 3567

@ copyright Tl Original design for LBSL by
JEDCO Product Designers and Engineering

METAL BUS STOP
STANDARD DRAWING

Title
2M POST ASSEMBLY
HAIL & RIDE
CALMS code
NPHR
@ copyright TfL Drawn on behalf of LBSL by
Trueform Engineering Ltd.
Drawn Checked
JWw. J.M.
Scale Date
1:5 12.03.99.
Drawing no. Rev
LBSL260/09/002 E

For further details contact London Bus Services Ltd. Tel 020 7918 4939 Fax 020 7918 3567

A3



